VANA DIN FONTA CU SERTAR )

PANA CAUCIUCATA
PN10/16, DIN-F4, EN-GJS-400-15

Hydro
Systems

Domenii de utilizare

in instalatii de apa, apa potabila si alte fluide inerte
cu temperatura de maxim 70°C

Date tehnice

Executie/Design:
Presiune de lucru:
Lungime intre flanse:
Dimensiunile flanselor:
Temperatura de lucru:
Protectie anticoroziva:

conform EN 1074 — 1,2; EN 1171
PN10/16

conform EN 558 — 1, seria 14

conform EN 1092-2

0-70°C

interna si externa cu pulbere epoxidica
RAL 5005, grosime =250um

conform EN 12266 — 1, etanseitate -
1,1xPN, rezistenta corp vana - 1,5xPN

Testari hidraulice:

0 /é, Denumire ;
i 9.“%/. .’/%.".é nr. componenti Material
§“§7 i*\\:!lé 1 Corp Fonta ductila EN-GJS-500-7 (GGG50)
\\\\\ §\\* 2 Sertar Fonta ductild EN-GJS-500-7 acoperitd cu EPDM
N Nd b %E%V 3 Piulita tija Alama
X § % ’7'%‘%' 4 Tia Otel inoxidabil 2Cr13
N\ g\\\\\\\\\\\\ 5 Capac Fonta ductila EN-GJS-500-7 (GGG50)
N K 6 Garnitura capac - corp EPDM
\BH 7 O-Ring NBR
N | N 8 FEtansare Alama
\\\\\\\\\\\\\\\\\\\\\‘ S 9 Inel de protectie Otel
™ 10 Garnitura anti praf NBR
@ 11 Roata de manevra Fonta ductila EN-GJS-400-15 (GGG40)

Sortiment productie, cu dimensiuni

Cod DN PN L H Cc M D b F w n-d
0400700 50 10/16 150 230 102 125 165 20 3 180 4x19
0400701 65 10/16 170 250 122 145 185 20 3 180 4x19
0400702 80 10/16 180 290 138 160 200 22 3 200 8x19
0400703 100 10/16 190 325 158 180 220 22 3 250 8x19
0400704 125 10/16 200 355 188 210 250 24 3 280 8x19
0400705 150 10/16 210 457 212 240 285 24 3 320 8x23
0400706 200 10 230 520 268 295 340 26 3 350 8x23
0400709 200 16 230 520 268 295 340 26 3 350 12x23
0400707 250 10 250 633 320 350 405 28 3 400 12x23
0400710 250 16 250 633 320 355 405 28 3 400 12x28
0400708 300 10 270 708 378 400 460 30 3 450 12x23
0400711 300 16 270 708 378 410 460 30 3 450 12x28
0400712 350 10 290 840 438 460 520 32 4 500 16x23
0400713 350 16 290 840 438 470 520 32 4 500 16x28
7007524 400 10 310 890 490 515 580 32 4 550 16x28
0400714 400 16 310 890 490 525 580 32 4 550 16x31
7002130 500 10 350 1055 585 620 715 34 4 650 20x28
0400715 500 16 350 1055 585 650 715 34 4 650 20x34
0400716 600 10 390 1250 685 725 840 36 5 650 20x31
0400717 600 16 390 1250 685 770 840 36 5 650 20x37
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